
UA11 - 1.2V SLVS TRANSCEIVER

IN UMC 110nm TECHNOLOGY

A 200Mbps 1.2V SLVS transceiver solution.
Summary

This library delivers a compact and reliable 1.2V SLVS transceiver solution in UMC 110nm, optimized for high-speed,
low-power applications. Featuring robust supply and ground noise rejection, 2kV HBM ESD protection, and integrated on-
die termination, this library provides both transmit and receive paths compliant with JESD8-13 SLVS standards at up to 200
Mbps. The library includes core SLVS cells alongside dedicated power, ground, and transition cells for seamless integration
with foundry I/O. Post-layout simulations demonstrate excellent PSRR performance, clean eye diagrams across process
corners, and stable operation from 40 C to 125 C. With flexible padring construction, bias sharing strategies, and detailed
wire bond recommendations, UA11 ensures reliable integration into mixed foundry environments while minimizing area and
power overhead.

Operating Conditions

Parameter Value

Devices 1.2V Thin Oxides

BEOL 1P7M2T

Core VDD 1.2V

Tj -40C to 150C

ESD 2kV HBM, 500V CDM

Latchup 200mA

Cell Size

Cell Cell Size

SLVS 112x80.8um

VDD 56x80.8um

VSS 56x80.8um

Transition 5x80.8um

Library Cell Summary

Cell Type Feature

SLVS 1.2V 200MHz Transceiver

VDD 1.2V Power

VSS I/O and substrate ground

Transition Transition cell

Block Diagram

SLVS Features

• High supply/ground noise rejection in both TX and RX.

• Small-area 2kV HBM protection.

• Input and output enable pins.

• Low-power bias strategy.

Additional Products
Certus also supports I/O libraries in the following foundries: TSMC, GlobalFoundries, Samsung, SkyWater, Dongbu

HiTek and Tower Jazz. Certus is particularly suited at providing custom variants in a cost-efficient framework. Feel free to
inquire about supplementary physical or electrical features to suit your needs.
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