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IN SKYWATER 9ONM TECHNOLOGY CusToMm IO AND ESD SOLUTIONS

A SkyWater I/O Library combining standard GPIO, I2C-compatible ODIO, ana-
log 1/0, and integrated LVDS for robust mixed-signal and moderate-speed differ-
ential interfaces.

Summary

The Certus S90 Mixed-Signal I/O Library is a silicon-proven I/O platform for the SkyWater 90nm process, supporting
single-ended digital 1/0*, ODIO*, analog pads®, and 3.3V LVDS** macro that can be integrated. The library enables flexible
pad-ring construction using inline or dual-staggered cells and is optimized for reliable operation across wide voltage and
temperature ranges. Integrated LVDS supports point-to-point differential links up to 1.16 Gbps without the complexity or
power overhead of a full SerDes solution.
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/0 Cell (Inline) | 70um x 130um GPIO & ODIO Features

1.8V-3.3V GPIO operation

Push-pull GPIO with tri-state output

LVDS Features » Programmable drive strength and slew rate
Input hysteresis / Schmitt-trigger inputs

* 12C-compatible ODIO operation

Failsafe behavior when VDDIO is off

Inline and dual-staggered pad-ring compatible

/O Cell (Dual) | 35um x 130um

Data rate validated to 1.16Gbps
Typical Differential Swing: 330mV

Typical Common-mode voltage: 1.25V
Controlled rise/fall times: 150ps, 5pf load

* Deep N-well / triple-well friendly

Integrated amplitude control

Additional Products

Certus Semiconductor also provides I/O libraires across TSMC, GlobalFoundries, Samsung, Dongbu HiTek, Tower and
UMC. Certus is particularly suited at providing custom variants in a cost-efficient framework. Feel free to inquire about
supplementary physical or electrical features to suit your needs.

Notes

* Available through the Foundry

** Requires additional licensing through Certus Semiconductor



